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“The name Wright on each tool is my pledge of 
quality, value and service. It is backed by skilled 
American workmen, the most modern wrench 
manufacturing plant and sophisticated, computer- 
assisted management.’’ Richard B. Wright, 


President. 


TOOL AND FORGE COMPANY 
BARBERTON, OHIO e U.S.A. 
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WRIGHT WRENCHES ARE DIFFERENT 


Because socket wrenches are used for the hard- 
est jobs, and because they are faster than other 
wrenches, they, along with flat wrenches, are the 
basic tools of professional mechanics. Socket 
wrenches outsell flat wrenches, the second next 
most popular category of wrenches, by three to 
one. Many socket wrenches and flat wrenches are 
sold in sets; and they lend themselves to more 
advanced merchandising than other tools. 


For 45 years, the Wright family has been building 
its reputation for quality and value by specializing 
in the manufacture of socket wrenches and flat 
wrenches. Our program for increasing your sales 
starts with quality tools at competitive prices for 
more satisfied customers and repeat sales, new 
ideas in set makeups, traffic building displays, co- 
operative advertising, and most important of all— 





a continuing determination to serve our distribu- 
tors and users. 


As you read this catalog you will note many out- 
standing features such as Wright ratchets, which 
are the most copied ratchets in the industry; the 
uncompromising use of alloy steel, because noth- 
ing else is as tough; Wright developed techniques 
of hot forging for increased strength; and sound 
and innovative set designs and displays. 


Wright has the tools and merchandising ideas of 
tomorrow. Why not buy them today? 


Lucted 8 Uy ft 


Richard B.Wright 
President 
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UNCONDITIONALLY GUARANTEED 


against defects in material and workmanship. Any 
tool found to contain defects in material or work- 
manship upon inspection at the factory will be 
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repaired or replaced at the option of the factory. 
Tools abused or worn out from use will not be 
replaced. 
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Wright tools meet and exceed highest U. S. Government Specifications for hand tools. 





Series 400 


This is the amazing ratchet that was 
pulled and ratcheted 1-1/3 million 
times without measurable wear. Af- 
ter the test, it passed all Government 
Specifications including load carry- 
ing capacity for a new ratchet. Short 
handle swing, a small round head, 
and easy cleaning have been accom- 
plished along with strength and long 
life. 


Wright Series 400 ratchets save 
time. The ratchet is easy to reverse 
with one hand, even when greasy, 
yet it won't reverse when palmed. 
There are no screws to work loose. 
Close fits, large bearing areas, and 
controlled atmosphere heat treat- 





Series 500 


The premium priced Series 500 
ratchet is made for the mechanic 
who has never found a good enough 
ratchet. Its longer life, its safety fea- 
tures and its ease of operation make 
it worth the extra cost. 


In addition to all features of the 400, 
it has double lock ring seals to keep 
out troublesome dirt. Series 500 
ratchets have double safety pawls 
which work alternately to produce 
an extra fine tooth action without 
small, weak and _ short-lived fine 
teeth. These ratchets work in the 
tightest places, only 3/4” stroke is 
needed. They may be ordered in 
Wright sets for the difference in cost. 


ment result in long life without play. 





Pawl 


The sturdy simple 
mechanism of Series 400 
ratchets. 


Pawls 


500 mechanism uses two of 
the same pawls as 400 
ratchets back to back. | 





*Wright precision is shown by 
the fact that both Series 400 





‘ will winike is Stock Drive Length Handle No. of Dia.of Renewal 
sac at lect i ala Series No. Size Overall Swing* Teeth Head Kit No. 
with more teeth. This proves 
they have less play. Small 400 
pine Rye ReMi apr Single 2400 1/4” 4-3/4” 3/4” 45 25/32” 2401 
large teeth, but a short handie Pawl 3400 3/8” 7-1/8” 1-1/4” 41 1-1/4” 3401 
— 3428 3/8” —«*10-3/4" —s«‘1-3/4”~—44—S—si-174” 38407 

3429 3/8” Y ies 1-1/4” 41 1-1/4” 3401 

+Ratchet operates as if it had 4400 1 /2” 10-1 ta’ 1-1 /4” 45 1-5/8” 4401 

82 teeth because of double 4425 1/72” 15” 2” 45 1-5/8” 4401 
| desi 3 

aw maging ihomettee seaant 4428 1/2” 14-178" 1-778" 45 1-5/8" 4401 

ated with 41 large teeth 4429 1/2” {0-3/8” 1-1/4” 45 1-5/8” 4401 

laessthad edabiin ite 6400 3/4” 24” 4-7/8” 45 2-5/8” 6401 

r Wwe ” ” 

90 teeth because of double 8400.1” 30” 4-7/8" 61 2-5/8" 6401 

pawl design but has the long- 
er wearing properties associ- 500 
ated with 45 large teeth. Double 3500 3/8” 7-1/4” 3/4” 417 1-1/4” 3499 
Pawls 4500 1/2” 10-1/2” 3/4” 45* 1-5/8” 4499 





RATCHETS FULLY ENCLOSED 
Se MECHANISM 
1/4” 2400 To keep out dirt. 


12 To select from 














...all top quality NO SCREWS 
8 Close tolerance and large 
3/8” 3400 OIL-PROOF RUBBER bearing areas for long trou- 
emereereren— fee GRIPS ble-free life. 


i Easy on hands. Insulate LIGHT RATCHETING 
3/8” 3500 DOUBLE PAWL against electric shock, heat DRAG FOR EASY 







( D> ya — and cold. Won't wear out. TURNING. 
g SHORT HANDLE SWING Nuts won't reverse when 
ratcheting. 


. 3/8” BENT HANDLE 3429 For working in tight places. 


= 
3/8” FLEX 3428 


ONE-HAND REVERSE. 
Easy to flip with thumb. 


4140 ALLOY STEEL 
For long life. 








1/2” FLEX 4428 
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3/4” 6400 cD 
«~)) aS apt Mewes SIMPLE ONE-PIECE RENEWAL. 


Just drop into place. Foolproof, because it is 
locked together. Renewal kits are available for 
every Wright ratchet. On-the-spot purchase elimi- 
nates the loss of your ratchet at the time of service. 









AMERICA’S MOST DESIRED SOCKET SETS 
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®@ Complete line of sets in all popular drive sizes. @ Every set its own display. 


@ Each tool in place. No unwrapping and 
rearranging tools. from a distance. 


@ Plastic tool cover in every set. Reduces @ Exclusive pegboard hangers (Patent No. 


pilferage and keeps tools clean. 
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No. 301 (3/8” dr., 17 pcs.) No. 402 (1/2” dr., 22 pcs.) 
No. 302 (3/8” dr., 26 pcs.) FREE Display Hangers. One pair per set. 
No. 400 (1/2” dr., 13 pes.) FREE Out-of-stock cards. One per set. 
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@ Three color set cards attract attention even 
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136 pieces—the most complete set offered by 
Wright Tool & Forge. The ultimate in completeness 
and quality, a tool is included for almost every con- 
ceivable use in the automotive, farm, home and 
industrial fields. Right down to the tiniest Allen 
wrench, each tool is made from the finest alloy 
steel. This is the professional set used by profes- 
sional mechanics who earn their living with tools. 
Trays and dividers keep sockets in order. Sturdy 
steel case with carrying handle. With padlock and 
photograph so set can be displayed locked. 


1/4” SQUARE DRIVE PARTS 

Nine 6-pt. sockets (3/16 to 1/2”); three Ten Point 
sockets (1/4, 5/16, 3/8”); seven 6-pt. deep sockets 
(1/4 to 1/2”); #41 metal tray for same; flex handle; 
flex bar; 6” extension; #2400 reversible ratchet; 
#73 two-tone metal box. 


3/8” SQUARE DRIVE PARTS 
Eleven 6-pt. sockets (1/4 to 7/8”); #91 metal tray 


SETS 1/4, 3/8, 1/2 DRIVE 


No. 136 136 pcs., 
Combination 1/4”, 3/8”, 1/2” dr. 





for same; eight 6-pt. deep sockets (3/8 to 13/16”); 
#71 metal tray for same; three extensions (1-1/2, 
3, 5”); speeder; flex handle; #3400 reversible 
ratchet. 


1/2” SQUARE DRIVE PARTS 

Fifteen 12-pt. sockets (3/8 to 1-1/4”); eight 12-pt. 
deep sockets (1/2 to 15/16”); #80 metal tray for 
same; six Ten Point sockets (7/16 to 3/4”); three 
extensions (2, 5, 10”); 18” flex handle; speeder; 
universal; #4400 reversible ratchet. 


MISCELLANEOUS TOOLS 

Seven combination box and open-end wrenches 
(3/8 to 3/4”); three short box wrenches (3/8 x 7/16 
to 5/8 x 3/4”); 11 piece set ignition tools (8 open 
end wrenches, 3/16 - 3/8”, screwdriver, file, plier); 
seven piece set assorted blade screwdrivers; two 
Phillips screwdrivers (#1, 2); five piece punch and 
chisel set; eleven piece Allen wrench set; packed 
in 2-drawer metal tool chest with handle, No. 210. 


LOOK AT THESE FEATURES! 


e THREE WRIGHT RATCHETS 

e FLEX HEAD RATCHET 

e THREE DRIVE SIZES 

e PHILLIPS SOCKETS 

e BLADE SCREWDRIVER SOCKETS 
e ALLEN TYPE SOCKETS 

e IGNITION WRENCHES 

e COMBINATION WRENCHES 


1/4” DRIVE PARTS 

Nine 6-pt. sockets (3/16 to 1/2”); three 10-pt. 
sockets (1/4, 5/16, 3/8”); 6” extension; flex han- 
dle; #2400 reversible ratchet; #73 two-tone metal 
box. 


3/8” DRIVE PARTS 

Six 6-pt. sockets (1/4 to 9/16”); five 12-pt. sockets 
(5/8 to 7/8"); #91 metal socket tray for same; 
seven 6-pt. deep sockets (3/8 to 3/4”); spark plug 
holding socket 13/16”; #71 metal socket tray for 






No. 198 98 pcs. 
Combination 1/4”, 3/8”, 1/2” drive 


same; four extensions (3, 5, 8, 12”); three Phillips 
sockets (#2, 3, 4); two blade screwdriver sockets 
(1/4, 3/8”); #31 metal box for same; six Allen 
sockets (5/32 to 3/8”); #42 metal box for same; 
speeder; universal joint; series 400 flex head 
ratchet. 


1/2” DRIVE PARTS 

Fourteen 12-pt. sockets (3/8 to 1-1/4”); two exten- 
sions (5, 10”); flex handle 18”; universal joint; 
series 400 reversible ratchet. 


WRENCHES 

11 pc. ignition wrench set (8 open-end wrenches, 
3/16 - 3/8”, screwdriver, file, plier); 14 combina- 
tion wrenches (3/8 to 1-1/4”). 


CHEST 

2-drawer portable with handle and tote tray, No. 
210. With padlock and photograph so set can be 
displayed locked. 





No. 200 17 pcs. 1/4” dr. 


Our most popular and most attractive 1/4” dr. set. 
Nine 6-pt. sockets (3/16, 7/32, 1/4, 9/32, 5 16, 
11/32. 3/8, 7/16, 1/2”); three 10-pt. sockets (1/4, 
5/16, 3/8”); two extensions (2, 6”); flex handle; 
#2400 reversible ratchet; fitted box. 


SETS 1/4 DRIVE 





Wright 1/4” square drive sets save time repairing 
and making adjustments on carburetors, appli- 
ances, business machines, radio, television, re- 
frigeration, aviation, automotive, home and hobby 
equipment. 





No. 208 8 pcs.1/4” dr. 


Seven 6-pt. deep sockets (1/4, 9/32, 5/16, 11 32, 
3/8, 7/16, 1/2”); #41 metal socket tray. 


NEW 
No. 108 8 pcs. 1/4” dr. 


Same set as above with 12-pt. deep sockets. 





No. 217 17 pes. 1/4” dr. 


Metal box version of Set No. 200 above. Has Series 
400 ratchet for working in tight places. Head the 
size of a penny and handle swing only 3/4”. Nine 
6-pt. sockets (3/16, 7/32, 1/4, 9/32, 5/16, 11/32, 
3/8, 7/16, 1/2”); three Ten Point sockets (1/4, 
5/16, 3/8”); flex handle; flex bar; 6” extension; 
#2400 reversible ratchet; #73 two-tone metal box. 


NEW 


No. 117 17 pes. 1/4” dr. 


Same set as above with 12-pt. sockets, except 
3/16 and 7/32” which are 6-pt. 


No. 224 24 pcs. 1/4” dr. 


Complete 1/4” square drive service, including bolt 
clearance type sockets. Nine 6-pt. sockets (3/16, 
7/32, 1/4, 9/32, 5/16, 11/32, 3/8, 7/16, 1/2”); seven 
6-pt. deep sockets (1/4, 9/32, 5/16, 11/32, 3/8, 
7/16, 1/2”); three Ten Point sockets (1/4, 5/16, 
3/8”); two extensions (2, 6”); Spin Flex; #2400 re- 
versible ratchet; #113 two-tone metal box. 


NEW 
No. 124 24 pcs. 1/4” dr. 


Same set as above with 12-pt. sockets, except 
3/16 and 7/32”, which are 6-pt. 














RATCHET No. 2400 


Head diameter only 25/32”. Handle swings in 3/4” 
arc to get the next bite. Works in tightest places. 
Overall length 4-3/4”. 45 teeth. See pages 2and3. FLEX HANDLE No. 2435 
for description of Wright ratchets. 





Like all Wright flex joints, square is assembled 
with steel pin and tension washer. Stronger than a 
rivet and can be repaired in the field. Smoother 
friction in joint, eliminating binding. Better chrome 
plating because parts are plated individually be- 
fore assembly. Eliminates rust. Length 5”. 





RATCHET RENEWAL KIT No. 2401 


For 2400 above. One piece, foolproof. Just drop 





into place. Extends life of ratchet. On-the-spot SPIN FLEX No. 2436 
purchase eliminates waiting for repair. 


Faster than a ratchet for many jobs. Just spin. 
Break over to tighten, loosen or to apply force at 
any angle. Insulated handle. Length 6-1/4”. 









EXTENSIONS 


2” Long: No. 2402 
6” Long: No. 2406 


SPINNER No. 2441 


Length 6”. Insulated handle for electrical work. 


SLIDING T No. 2443 


Head held in place by friction ball. Allows easy 
movement to ends of bar with no overhang. Works 


1/4” DRIVE SOCKETS in tighter places. 
Size Standard Deep 
Opening G6pt. i2pt. 10pt. 6pt. 12pt. 
3/16” 2006 2306 
7/32” 2007 
1/4” 2008 2108 2308 2508 2608 e 
9/32” 2009 2109 2509 2609 





5/16” 2010 2110 2310 2510 2610 
11/32” 20112111 231125112611 

3/8” 2012 2112 2312 2512 2612 UNIVERSAL JOINT No. 2475 
7/16" 20142114. 2314-2514. 2614 


a A) A RO Se I is Built in spring tension for easy application to nut. 
1/2” 2016 2116 2316 2516 2616 


No binding or locked joints; no sharp corners. 
Wright tools meet and exceed highest U. S. Government Specifications for hand tools. 


Wright offers socket sets with either all 6-pt. sock- 
ets, all 12-point sockets or a combination of both. 
Automotive mechanics prefer 6-pt. because they 
turn rounded corner hex nuts better. Other indus- 





3/8 DRIVE SETS 





tries, especially where machinery is new, prefer 
12-pt. sockets. They go on nuts easier because of 
additional positions. They also permit the use of 
non-ratcheting handles in tight places. 


No. 300 
12 pcs., 3/8” dr. 


One of our most popular 
sets. Attractively packaged 
with each tool in its own 
compartment. Four 6-pt. 
sockets (3/8, 7/16, 1/2, 
9/16”); three 12-pt. sockets 
(5/8, 11/16, 3/4”); spark 
plug holding socket 13/16”; 
two extensions (3, 5”); 
#3400 reversible ratchet; 
fitted box. 


No. 301 
17 pes., 3/8” dr. 


Ranks in popularity with No. 
300 above and is even more 
versatile. Six 6-pt. sockets 
(1/4, 5/16, 3/8, 7/16, 1/2, 
9/16”); four 12-pt. sockets 
(5/8, 11/16, 3/4, 13/16”); 
spark plug holding socket 
13/16”; two extensions (3, 
5”); flex handle 10”; univer- 
sal joint; #3400 reversible 
ratchet; fitted box. 








——_ - 3/8 DRIVE SETS 
No. 302 


26 pcs., 3/8” dr. 


Our most complete 3/8” dr. set with 
each tool in its own compartment. 
Six 6-pt. sockets (1/4, 5/16, 3/8, 
7/16, 1/2, 9/16”); five 12-pt. sockets 
(5/8, 11/16, 3/4, 13/16, 7/8”); seven 
6-pt. deep sockets (3/8, 7/16, 1/2, 
9/16, 5/8, 11/16, 3/4”); spark plug 
holding socket 13/16”; three exten- 
sions (1-1/2, 3, 5”); flex handle 10”; 
universal joint; #3400 reversible 
ratchet; fitted box. 


1/4, 3/8 DRIVE SET 


1/4-¥ $0. DRIVE 


32) PEGE 


NEW 


No. 303 
32 pes., 1/4”, 3/8” dr. 


Our most complete 1/4 and 3/8” dr. 
set. 1/4” dr. tools: nine 6-pt. sockets 
(3/16, 7/32, 1/4, 9/32, 5/16, 11/32, 
3/8, 7/16, 1/2”); three 10-pt. sockets 
(1/4, 5/16, 3/8”); two extensions (2, 
6”); spinner; adaptor (3/8” F x 1/4” 
M). 3/8” dr. tools: four 6-pt. sockets 
(3/8, 7/16, 1/2, 9/16”); five 12-pt. 
sockets (5/8, 11/16, 3/4, 13/16, 
7/8”); spark plug holding socket 
13/16”; two extensions (3, 5”); flex 
handle 10”; universal joint; #3400 
reversible ratchet; fitted box. 









3/8 DRIVE SETS 





9 pcs., 3/8” dr. 


6 pcs., 3/8” dr. Eight 6-pt. deep sockets (3/8, 7/16, 1/2, 9/16, 5/8, 
11/16, 3/4, 13/16”); #71 metal socket tray. 


Three Phillips drivers (Nos. 2, 3, 4); two blade 
drivers (1/4, 3/8”); #31 metal box. 





7 pes., 3/8” dr. 


Allen type sockets have replaceable bits. Overall 
length 2-3/16”. Six hex sizes (5/32, 3/16, 7/32, 
1/4, 5/16, 3/8”); #42 metal box. No. 311 = 

11 pes., 3/8” dr. 


This popular set takes little room in a tool box, but 
it is useful on an amazing variety of jobs. The box 
is only 7-1/2 x 2-3/4 x 1-1/2”. Seven 6-pt. sockets 
(3/8, 7/16, 1/2, 9/16, 5/8, 11/16, 3/4”); two exten- 
sions (3, 5”); #3400 reversible ratchet; #82 two- 
tone metal box. 














12 pes., 3/8” dr. 


8 pes., 3/8" dr. Eleven 6-pt. sockets (1/4, 5/16, 3/8, 7/16, 1/2, 
Seven 6-pt. flex sockets (3/8, 7/16, 1/2, 9/16, 5/8, 9/16, 5/8, 11/16, 3/4, 13/16, 7/8”); #91 metal 


11/16, 3/4”); #61 metal socket tray. socket tray. 11 
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9 pcs., 22 pcs., 3/8” dr. 
NEW Impact, 3/8” dr. Six 6-pt. sockets (1/4, 5/16, 3/8, 7/16, 1/2, 9/16”); 
Eight 6-pt. impact sockets (5/16, 3/8, 7/16, 1/2, three 12-pt. sockets (5/8, 11/16, 3/4”); seven 6-pt. 
9/16, 5/8, 11/16, 3/4”); #70 metal socket tray. deep sockets (3/8, 7/16, 1/2, 9/16, 5/8, 11/16, 


3/4”); spark plug holding socket 13/16”; two ex- 
tensions (3, 5”); universal joint; #3400 reversible 
ratchet; #144 two-tone metal box. 


No. 314 
9 pcs., Deep 

NEW Impact, 3/8” dr. 

Eight 6-pt. deep impact sockets (5/16, 3/8, 7/16, 


1/2, 9/16, 5/8, 11/16, 3/4”); #72 metal socket 
tray. 





No. 326 
26 pcs., 3/8” dr. 
No. 316 Our largest 3/8” drive set and a best seller. Eleven 
NEW 16 pcs 3/8 dr 6-pt. sockets (1/4, 5/16, 3/8, 7/16, 1/2, 9/16, 5/8, 
a3 a 


11/16, 3/4, 13/16, 7/8”); seven 6-pt. deep sockets 
Nine 12-pt. sockets (3/8, 7/16, 1/2, 9/16, 5/8, (3/8, 7/16, 1/2, 9/16, 5/8, 11/16, 3/4”); spark plug 
11/16, 3/4, 13/16, 7/8”); two extensions (3, 12”); holding socket 13/16”; two extensions (3, 5”); 
flex handle 10”; speeder; universal joint; #3400 universal joint; speeder; 10” flex handle; #3400 
reversible ratchet; #155 two-tone metal box. reversible ratchet; #155 two-tone metal box. 


3/8 DRIVE SETS 
METRIC 


For domestic and imported cars, motorcycles and 
equipment. 


NEW 








No. 352 
12 pes., Metric, 3/8” dr. 


Eleven 6-pt. metric sockets (7, 8, 9, 10, 413.,.42, 13; 
14, 15,17, 19 mm); #90 metal tray. 





13 pcs., Deep Metric, 3/8” dr. 


Twelve 6-pt. deep metric sockets (6, 7, 8, 9, 40,71; 
12, 13, 14, 15, 17, 19 mm); #92 metal tray. 


No. 357 
17 pcs., Metric, 3/8” dr. 


Ten 6-pt. metric sockets (7, 8, 9, 10, 11, 12, 13, 14, 
15, 17 mm); spark plug holding socket 13/16”; two 
extensions (3, 5”); flex handle 10”; universal joint; 
#3400 reversible ratchet; fitted box. 


METRIC 


RIVE 


$0.D 
SPIES 


NEW 


No. 359 
26 pcs., Metric, 3/8” dr. 


Our most complete metric set. Eleven 6-pt. metric 
sockets (7, 8, 9, 10, 11, 12, 13, 14, 15, 17, 19 mm); 
seven 6-pt. deep metric sockets (10, 11, 12, 13, 14, 
15, 17 mm); spark plug holding socket 13/16"; 
three extensions (1-1/2, 3, 5”); flex handle 10”; 
universal joint; #3400 reversible ratchet; fitted 
box. 

13 
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3500 


3/8 DRIVE HANDLES, ATTACHMENTS 






3428 


Ratchets: See pages 2 and 3 for description 

















Length Handle No. of Head Renewal ; 
Series Stock No. Description Overall Swing Arc Teeth Diameter Kit No. 
400 3400 standard 7-1/8” 1-1/4” 41 1-1/4” 3401 
400 3428 flex head 10-3/4” 1-3/4” 41 1-1/4” 3401 
400 3429 bent handle ria 1-1/4” 41 1-1/4” 3401 
500 3500 double pawl 7-1/4 3/4” 41 1-1/4” 3499 
“tel 





RATCHET RENEWAL KITS 


One piece. Foolproof. Just drop into place. Ex- 
tends life of ratchet. On-the-spot purchase elimi- 
nates waiting for repair. 

No. 3401: For all 400 series ratchets. 

No. 3499: For 3500 ratchet. 


o—— 























EXTENSIONS 
Stem thickness reduced for better clearance. 
Stock No. Length 

3402 1-1/2” 
3403 3” 
3405 5° 
3408 8” 
3412 12” 









FLEX HANDLE No. 3438 


9-5/8” long. Parts are bright chrome plated before 
assembly to eliminate rusting between fork and 
square. 


Wright tools meet and exceed highest U. S. Government Specifications for hand tools. 





SLIDING T No. 3443 


Head held in place by friction ball, allows easy 
movement to ends of bar with no overhang. Works 
in tighter places. 7” long. 





: a 
SPEEDER No. 3445 


Designed for one hand operation. Rotating head 
fits in palm of hand while thumb spins shaft. 


Length 14-1/2”. 

ams CF 
ADAPTORS 
Permit interchange of handles, sockets and at- 


tachments from one drive size to another. Not re- 
placed if square ends are twisted off. 


No. 3452 3/8” Fx1/4”M 
No. 3454 3/8” Fx1/2”M 







< 


UNIVERSAL JOINT No. 3475 


Built in spring tension for easy application to the 
nut. No binding or locked joints. No sharp corners. 














3/8 DRIVE SOCKETS 


















































































Size Standard Deep Flex Impact impact 
Opening 6 pt. 12 pt., 6 pt. 12 pt. 6 pt. 6 pt. std. 6 pt. deep 
1/4” 3008 
5/16” 3010 3910 3960 
3/8” 3012 3112 3512 3612 3712 3912 3962 
7/16” 3014 3114 3514 3614 3714 3914 3964 
1/2” 3016 3116 3516 3616 3716 3916 3966 
9/16” 3018 3118 3518 3618 3718 3918 3968 
5/8” 3020 3120 3520 3620 3720 3920 3970 
11/16” 3022 3122 3522 3622 3722 3922 3972 
3/4” 3024 3124 3524 3624 3724 3924 3974 
13/16” 3026 3126 3526 3626 
7/8” 3028 3128 3628 
Spark plug holding sockets 
Outside hex and female square. Can be turned 
with any hand wrench or ratchet. Neoprene insert 
protects porcelain on plug. Holds plug for easy re- 
moval and prevents burned fingers. 
Stock No. Size Opening 
3590 5/8” 
3596 13/16” 
METRIC 
Size Standard Deep 
Opening 6 pt. 6 pt. 
6mm 3046 3546 | | 
7mm 3047 3547 
8mm 3048 3548 ALLEN SCREWDRIVERS 
9mm 3049 3549 
10mm 3050 3550 Socket Bit Descrip- 
1imm 3051 3551 Size With Bit Only | Stock No. tion 
12mm 3052 3552 3462 Phillips #2 
13mm 3053 3553 3463 Phillips #3 
14mm 3054 3554 7/32” 3207 3464 Phillips #4 
15mm 3055 3555 1/4” 3208 3258 3468 Blade 1/4” 
17mm 3057 3557 3469 Blade 3/8” 
19mm 3059 3559 





Wright tools meet and exceed highest U. S. Government Specifications for hand tools. 


15 


16 


Set No. 400 


13 pes., 1/2” dr. 

Nine 12-pt. sockets (7/16, 
1/2, 9/16, 5/8, 11/16, 3/4, 
13/16, 7/8, 15/16”); spark 
plug socket 13/16”; exten- 
sion 5”; ratchet 4400; fitted 
box. 


Set. No. 401 


20 pes., 1/2” dr. 
Fourteen 12-pt. sockets (3/8, 
7/16, 1/2, 9/16, 5/8, 11/16, 
3/4, 13/16, 7/8, 15/16, 1, 
1-1/16, 1-1/8, 1-1/4”); spark 
plug socket 13/16”; exten- 
sions (5, 10”); universal 
joint; ratchet 4400; fitted 
Dox. 





4 80.DRIVE 
29 PIECES 


SOCKET WRENCH SET 








No. 402 
22 pes., 1/2” dr. 


Our most complete 1/2” dr. 
set. Each tool in its own cav- 
ity. Tote tray insert may be 
removed for adding more 
tools. Large storage space 
in bottom of box. Fourteen 
12-pt. sockets (3/8, 7/16, 
1/2, 9/16, 5/8, 11/16, 3/4, 
13/16, 7/8, 15/16, 1, 1-1/16, 
1-1/8, 1-1/4”); spark plug 
socket 13/16”; three exten- 
sions (2, 5, 10”); flex handle 
18”; universal joint, reversi- 
ble ratchet 4400. #197 two- 
tone metal box with tote 
tray and removable fitted 
tool holder. 


No. 408 

8 pcs., 

Impact, 1/2” dr. 

Seven 6-pt. impact sockets 
(7/16, 1/2, 9/16, 5/8, 11/16, 
3/4, 13/16”); #81 metal 
socket tray. 


No. 409 

9 pcs., 1/2” dr. 

Eight 12-pt. deep sockets 
(1/2, 9/16, 5/8, 11/16, 3/4, 
13/16, 7/8, 15/16"); #80 
metal socket tray. 


No. 109 
9 pcs., 1/2” dr. 


Same set as above with 
6-pt. deep sockets. 
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no. 12 NEW 


12 pcs., Deep 
impact, 1/2” dr. 


Eleven 6-pt. deep impact 
sockets (3/8, 7/16, 1/2, 
9/16, 5/8, 11/16, 3/4, 13/16, 
7/8, 15/16, 1”); #120 metal 
socket tray. 


No. 414 
14 pes., 1/2” dr. 


Thirteen 6-pt. sockets (7/16, 
1/2, 9/16, 5/8, 11/16, 3/4, 
13/16, 7/8, 15/16, 1, 1-1/16, 
1-1/8, 1-1/4”); #151 metal 
socket tray. 


No. 415 
15 pes., 1/2” dr. 


Twelve 12-pt. sockets (7/16, 
1/2, 9/16, 5/8, 11/16, 3/4, 
13/16, 7/8, 15/16, 1, 1-1/16, 
1-1/8”);5” extension; #4400 
reversible ratchet; #143 
two-tone metal box. 


No. 418 
18 pes., 1/2” dr. 


Thirteen 12-pt. sockets 
(7/16, 1/2, 9/16, 5/8, 11/16, 
3/4, 13/16, 7/8; 15/16, 1, 
1-1/16, 1-1/8, 1-1/4”); two 
extensions (5, 10”); flex han- 
die 18”; #4400 reversible 
ratchet; #196 two-tone 
metal box. 





1/2 DRIVE SETS 





1/2 DRIVE SETS 





No. 419 
19 pes., 1/2” dr. 


Especially popular with au- 
tomotive mechanics. Thir- 
teen 6-pt. sockets (7/16, 
1/2, 9/16, 5/8, 11/16, 3/4, 
13/16, 7/8, 15/16, 1, 1-1/16, 
1-1/8, 1-1/4”); two exten- 
sions (5, 10”); speeder; 18” 
flex handle; #4400 reversi- 
ble ratchet; #196 two-tone 
metal box. 


NEW 


No. 119 
19 pes., 1/2” dr. 


Same set as above with 12- 
pt. sockets. 


No. 421 
21 pes., 1/2” dr. 


One of Wright’s most popu- 
lar sets. Contains sockets 
for turning every popular 
size nut, a deep socket for 
spark plugs, the most used 
handles and attachments. 
Box with tote tray has extra 
room for spare tools. Fifteen 
12-pt. sockets (3/8, 7/16, 
1/2, 9/16, 5/8, 11/16, 3/4, 
13/16, 7/8, 15/16, 1, 1-1/16, 
4-1/8, 1-3/16, 1-1/4”); 12-pt. 
deep socket 13/16”; 5” ex- 
tension; speeder; 18” flex 
handle; #4400 reversible 
ratchet; #197 two-tone 
metal box with tote tray. 
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“=< 40 POINT SOCKET 


EXCLUSIVE WITH WRIGHT! 
The only sockets that turn both hex and square nuts. 





No need to buy two sockets 
to turn both square and hex 
nuts. No need to use slow 
wrenches for set screws, lag 
bolts, drain and pipe plugs. 
Wright's exclusive TEN 
POINT socket is the only 
socket that fits both types 
of nuts interchangeably. It is 
one of the many important 
developments that assures 
Wright customers they will 
always receive best values 
and latest design. 
Wright TEN POINT sockets 
are ideal for farm and home 
. and wherever hex and 
square nuts or bolts are 
found. Automotive and ma- 
chine shop mechanics pre- 
fer TEN POINT to 8 point 
sockets. They are dual pur- 
pose and provide full bear- 
ing and snug fit on both 
square and hex nuts. 
















No. 514 
14 pes., 1/2” dr. 
Thirteen Ten Point sockets (7/16, 1/2, 9/16, 5/8, 
11/16, 3/4, 13/16, 7/8, 15/16, 1, 1-1/16, 1-1/8, 
1-1/4”); #181 metal socket tray. 





1/2 DRIVE HANDLES, ATTACHMENTS 





4500 CQ: g 4425 


See pages 2 and 3 for description of Wright Ratchets 














RATCHETS 
Length Handle No. of Head Renewal 

Series Stock No. Description Overall Swing Arc Teeth Diameter Kit No. 
400 4400 standard 10-1/2” 1-1/4” 45 1-5/8” 4401 
400 4425 extra long 15” 2” 45 1-5/8” 4401 
400 4428 flex head 14-1/8” 1-7/8” 45 1-5/8” 4401 
400 4429 bent handle 10-3/8” 1-1/4” 45 1-5/8” 4401 
500 4500 double pawl 10-1/2” 3/4” 45 1-5/8” 4499 
: — 4 

ss > 

SLIDING T ue 





Day BUC 


RATCHET RENEWAL KITS 

One piece , foolproof. Just drop into place. Extends 
life of ratchet. On-the-spot purchase eliminates 
waiting for repair. 

No. 4401: For all 400 series ratchets. 

No. 4499: For 4500 series ratchet. 














° 
EXTENSIONS 
Stem thickness reduced for clearance. 
Stock No. Length 

4402 2 
4405 §” 
4410 10” 
4418 18” 

FLEX HANDLE 


No. 4438 18” long. Parts are bright chrome plated 
before assembly to eliminate rust formation be- 
tween fork and square. Steel pin and tension 
washer construction for extra strength. No binding 
or locked joints. Easy to repair in field. 


No. 4443 10” long. Head held in place with friction 
ball so it can slide to ends of bar with no overhang. 
Works in tighter places. 


i 


SPEEDER 
No. 4445 17-1/4” long. Designed for one hand op- 
eration. Head fits in palm of hand while thumb 
spins shaft. 


ere _ sae 
‘ols 
ADAPTORS 
For interchanges of sockets and attachments from 
one drive size to another. Not guaranteed if square 
ends are twisted off. 


No. 4453 1/2” Fx 3/8” M 
No. 4456 1/2” Fx3/4"M 


-o 





UNIVERSAL JOINT 

No. 4475 Built in spring tension for easy applica- 
tion to nut. No binding or locked joints. No sharp 
corners. 


Wright tools meet and exceed highest U. S. Government Specifications for hand tools. 
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Size Standard Deep 
Opening 6 pt. 12 pt. 10 pt. 6 pt. 12 pt. 
3/8” 4012 4112 4312 
7/16” 4014 4114 4314 
tia” 4016 4116 4316 4516 4616 
9/16” 4018 4118 4318 . 4518 4618 
5/8” 4020 4120 4320 4520 4620 
11/16” 4022 4122 4322 4522 4622 
3/4” 4024 4124 4324 4524 4624 
13/16” 4026 4126 4326 4526 4626 
7/8” 4028 4128 4328 4528 4628 
15/16” 4030 4130 4330 4530 4630 
: 4032 4132 4332 4632 
1-1/16”" 4034 4134 4334 4634 
1-1/8” 4036 4136 4336 4636 
1-3/16” 4138 
1-1/4” 4040 4140 4340 








EEE 


SPARK PLUG HOLDING SOCKET 13/16” 


























No. 4596 Neoprene insert protects porcelain. Out- Size Impact 6 pt. 
side hex for turning with any open jaw wrench. Openings 
3/8” 4962 
7/16” 4914 4964 
1/2” 4916 4966 
mn eS Soe 
5/8” 4920 4970 
11/16” 4922 4972 
3/4” 4924 4974 
7/8” 4928 4978 
WHEEL LUG “FLIP’’ SOCKET 15/16” 4930 4980 
in Ae le as ETE — SL 
lugs. : Ae ; 1-1/16” 4934 


Wright tools meet and exceed highest U. S. Government Specifications for hand tools. 
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3/4 DRIVE SETS 


Wright extrusion forging techniques produce thin- 
ner, yet stronger sockets. Much unnecessary 
weight is saved without any loss of strength by re- 
ducing the shoulder on drive ends of sockets and 
the center section of extensions. Wrenches are 
faster to use because they are lighter, and sets are 
easier to carry. 


NEW 


No. 618 
17 pes., 3/4” dr. 


Fifteen 12-pt. sockets 
(15/16, 1, 1-1/16, 1-1/8, 
1-1/4, 1-5/16, 1-3/8, 1-7/16, 
1-1/2, 1-5/8, 1-11/16, 1-3/4, 
1-13/16, 1-7/8, 2”); 8” ex- 
tension; flex handle; #237 
metal box. 


No. 620 

20 pcs., 3/4” dr. 
Twelve 12-pt. sockets (1, 
1-1/6, 1-1/8, 1-1/4, 1-5/16, 
1-7/16, 1-1/2, 1-5/8, 
1-11/16, 1-13/16, 1-7/8, 2”); 
three extensions (3-1/2, 8, 
16”); universal joint; sliding 
T; flex handle; #6400 rever- 
sible ratchet; #237 metal 
box. 
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No. 623 
23 pes., 3/4” dr. 
Eighteen 12-pt. sockets 
(7/8, 15/16, 1, 1-1/16, 1-1/8, 
1-3/16, 1-1/4, 1-5/16, 1-3/8, 
1-7/16, 1-1/2, 1-9/16, 1-5/8, 
1-11/16, 1-3/4, 1-13/16, 
1-7/8, 2”); two extensions 
(3-1/2, 8”); sliding T; #6400 
reversible ratchet; #237 
metal box. 


No. 626 

26 pcs., 3/4” dr. 
Complete 3/4” square drive 
set. Eighteen 12-pt. sockets 
(7/8, 15/16, 1, 1-1/16, 1-1/8, 
1-3/16, 1-1/4, 1-5/16, 1-3/8, 
1-7/16, 1-1/2, 1-9/16, 1-5/8, 
1-11/16, 1-3/4, 1-13/16, 
1-7/8, 2”); three extensions 
3-1/2, 8, 16”); universal 
joint; sliding T; flex handle; 
#6400 reversible ratchet; 
#237 metal box. 








3/4 DRIVE HANDLES, ATTACHMENTS, SOCKETS 


te 










See pages 2 and 
3 for description 
of Wright ratchets 


No. 6400 RATCHET 

45 tooth, enclosed mechanism. 24” length overall. 
Requires only 4-7/8” arc at end of handle to get 
the next bite. Torque tests average more than 
200% U. S. Government specification. 


RATCHET RENEWAL KIT 

One piece. Foolproof. Just drop into place. On- 
the-spot purchase eliminates waiting for repair. 
No. 6401: for old style 61 tooth 6400 ratchet. 

No. 6402: for new style 45 tooth 6400 ratchet. 








a 
eae 
EXTENSIONS 
Stock No. Length 

6403 3-1/2” 

6408 8” 

6416 16” 
big) ED 
No. 6435 FLEX HANDLE 


21-5/8” long. Steel pin and tension washer con- 
struction for added strength and repair in the field. 
Chrome plated before assembly to eliminate rust 
formation between fork and square. No binding or 
locked joint. 


—_—s a 





No. 6443 SLIDING T 

17-1/2” long. Head held in place by friction ball so 
it can slide to ends of bar with no overhang. Work 
in tighter places. 


WRIGHT 





No. 6454 ADAPTOR 

3/4” Fx 1/2” M. For using 3/4” dr. ratchets and 
handles with 1/2” dr. sockets and attachments. 
Not replaced if male square is twisted off. 





No. 6475 UNIVERSAL JOINT 

Steel pin and tension washer constructed for 
added strength and easy on-the-spot repair. No 
binding or locked joint. 





ns 
Size Std. Impact 6 pt. 
Opening 12 pt. Std. Deep 
3/4” 6924 6964 
13/16” 6926 6966 
7/8” 6128 6928 6968 
15/16” 6130 6930 6970 
5 hed 6132 6932 6972 
1-1/16” 6134 6934 6974 
1-1/8” 6136 6936 6976 
1-3/16” 6138 6938 
1-1/4” 6140 6940 6980 
1-5/16” 6142 6942 
1-3/8” 6144 6944 
1-7/16” 6146 6946 
1-1/2” 6148 6948 6988 
1-9/16” 6150 
1-5/8” 6152 
1-11/16” 6154 
1-3/4” 6156 
a a 
me a FOR 3/4” IMPACT 
2-1/16" 6166 (SEE PRICE SHEET) 
2-1/8” 6168 
2-3/16” 6170 
2-1/4” 6172 
2-3/8” 6176 


Wright tools meet and exceed highest U. S. Government Specifications for hand tools. 
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No. 828 

28 pcs., 1” dr. 

Twenty-two 12-pt. sockets 
(1-1/2, 1-5/8, 1-11/16, 1-3/4, 
1-13/16, 1-7/8, 1-15/16, 2, 
2-1/8, 2-3/16, 2-1/4, 2-5/16, 
2-3/8, 2-7/16, 2-1/2, 2-9/16, 
2-5/8, 2-3/4, 2-13/16, 2-15/ 16, 
3, 3-1/8”); two extensions (8, 
17”); flex handle; sliding T; 
#8400 reversible ratchet; #299 


metal box. < 





HANDLES, ATTACHMENTS, SOCKETS 


SS) —————— = 
r No. 8443 SLIDING T 





No. 8400 RATCHET 
61 tooth, enclosed mechanism. 30” length overall. 
Requires only 4-7/8” arc at end of handle to get 
the next bite. Extra strong for heaviest duty jobs. 
See pages 2 and 3 for complete description of 
Wright ratchets. 

















Size Standard Impact 
Opening 12 pt. 6 pt. 
3/4” 8924 
13/16” 8926 
7/8” 8928 
No. 8401 RATCHET RENEWAL KIT ___15/16” 8930 
One piece. Just drop into place. Extends life of - = = 
ratchet. On-the-spot purchase eliminates waiting 4a ae aoe 
for repair. - 1-3/16” 8938 
1-5/16” 8942 
— 1-3/8” 8944 
en ford 1-7/16” 8146 8946 
EXTENSIONS 1-1/2” 8148 8948 
1-9/16” 8950 
Stock No. Length 15/8” 3152 3952 
8408 8” 1-11/16” 8154 8954 
1-3/4” 8156 8956 
8417 x ial 1-13/16” 8158 8958 
z z == 1-7/8" 8160 8960 
a 1-15/16” 8162 8962 
bf 8164 8964 
No. 8435 FLEX HANDLE 2-1/16” 8966 
26” long. Steel pin and tension washer construction =a: 8168 eee 
for added strength and easy on-the-spot repair. e = 8 — 
Bright chrome plated before assembly to eliminate 2-5/16" 8174 8974 
rust formation between the fork and square. No 2-3/8” 8176 8976 
binding or locked joint. SES) a eS eevee). Ss 
2-1/2” 8180 8980 
2-9/16” 8182 
No. 8456 i 2-5/8” 8184 
ADAPTOR 2-3/4" 8188 “O" RINGS and 


22” long. Head held in place by friction ball so it 
can slide to ends of bar with no overhang. Works 
in tighter places. 





il 




































































RETAINER PINS 


1” F x 3/4” M for using 1” dr. ratchets and handles Spore = FOR 1” IMPACT 
with 3/4” dr. sockets and attachments. Not re- 3” 8196 (SEE PRICE SHEET) 
placed if male square is twisted off. 3-1/8” 8200 





Wright tools meet and exceed highest U. S. Government Specifications for hand tools. 





UNIVERSAL 
WHEEL 
HUB PULLER 


Fast, easy to use, minimum number of pieces. Ac- 
curate vertical adjustment because legs rotate, 
avoiding raised rims, uneven seating. Recessed 
leg “heel” clears drum flanges. 20-pitch thread 
for easier pull. Shoulder and spring tension ball 
holds knocker on. Adjusts to include 7-1/2” bolt 
circle. Alloy steel, fully hardened. Shipping weight, 
10 Ibs. Wheel Puller complete with knocker. Stock 
Number 9010. Same puller with rotating tip on end 
of screw to engage axle is available as Stock No. 
9015. 








WRIGHT STUD REMOVER 

Original Wright design fits flush, pulls 1/4” to 3/4” 
studs broken off close to the surface. Operates 
with any 1/2” square drive handle. Eccentric built 
into shaft instead of wheel. Knurls, which grip stud, 
can be used in four positions simply by relocating 
wheel on shaft. . . lasts three times longer. Ship- 
ping weight, 1 lb. Stock Number 9020. 


60 MILLION SOCKETS CAN’T BE WRONG 


Wright tools give customer value no other manu- 
facturer can match. They are designed for pro- 
fessional use, yet priced to attract volume markets. 


Stronger. 

Hot forged A.I.S.I. 4140 
alloy steel. Extrusion 
formed in larger sizes for 
stillgreaterstrength. 
Note how grain pattern 
follows contour of tool. 


Straight thin 

side walls. 

Tip and shoulder are the 
same outside diameter. 
A Wright socket fits all 
the way. 


Lighter in weight. 
Streamlined design elim- 
inates excess metal in 
non-stress area. 








How does Wright do it? Specialization . . . fast 
modern machinery . . . 40 years of development 
and improving socket tools. 


Chamfered 

drive ends. 

For easy insertion of 
ratchets and attach- 
ments. 


Controlled 
atmosphere heat 
treatment. 

Electric furnace yields 
harder surfaces for long- 
er wear. 


Drilled lock holes. 

No “dimple” or “dent.” 
Lock hole is drilled for 
good strong hold. 


WRIGHT SOCKET 
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Wright wrenches combine features mechanics won't slip when guiding wrench. Edges are round- 
want... V-notch open-ends . . . comfortable grip ed for pulling hard with comfort. Hot forged and 
_.. better feel. New style stem is dished so thumb fully hardened for extra strength and long wear. 





Most Other Brands Wright V-Notch 


Wrench grips two sides of nut. Wrench fits four sides of nut. Turns rounded corner 
hex nuts better. 


OPEN-END WRENCH SETS 
eee, 1a: 7% sl _ No. 736 
@® 5 pe. set fe) | 6 pc. set 
—— Five open-end ——e Six open-end 





) eel 

x ____4] wrenches (1/4 x | wrenches (1/4 x 
| 5/16, 3/8 x 7/16, 5/16,3/8x 7/16, 

| e| 1/2x 9/16, 5/8 x << 1/2x 9/16, 5/8 x 

——_— 11/16, 3/4 x : 11/16, 3/4 x 13/16, 

= 13/16”); plastic 









s/) 7/8 x 15/16"); 


pouch. om plastic pouch. 




















an 
nil . ae a 
1 @ 
SE 2 

_ 5 ain INDIVIDUAL 

0° ize engt 

No. (Inches) (Inches) OPEN-END 
1310 1/4x5/16 3-3/4 WRENCHES 
1314 3/8 x 7/16 4-1/2 Wright open-end wrenches have heads set at 
1318 1/2x 9/16 5-3/4 standard 15° angle for working in tight places. 
1322 5/8 x 11/16 7-1/4 Openings ending in 16th of an inch are always at 
1326 3/4 x 13/16 9-1/4 the larger end of each wrench. Easier to find with- 
1330 7/8x 15/16 11-1/4 out reading. 


Wright tools meet and exceed highest U. S. Government Specifications for hand tools. | 
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COMBINATION WRENCH SETS 





Ys niente 


Five combination wrenches (3/8, 7/16, 1/2, 9 16, Six combination wrenches (3 8, 7 16, 1 2, 9 16, 
5 8"); plastic pouch. 5 8,3 4”); plastic pouch 





Seven combination wrenches (3 8,7 16,1 2.9 16, Ten combination wrenches (3 8, 7 16, 1 2, 9 16, 
5/8, 11/16, 3/4’); plastic pouch. 5 8,11 16,3 4,13 16,7 8,15 16”): plastic pouch 





No.749 

9 pc. 

Metric set 
No. 714 14 pc. set 
Fourteen combination wrenches (3 8, 7 16, 1 2, eal 
9/16, 5/8, 11/16, 3/4, 13/16, 7/8, 15°16, 1, 1-1 16, Nine combination wrenches (9, 10, 11, 12, 13, 14, 


1-1 8, 1-1 4"); plastic tool roll. 15, 17,19 mm); plastic pouch 


INDIVIDUAL COMBINATION WRENCHES (15 pattern, 12 pt. box) 


Size Size Length Size Length 
(Inches) (Inches) s (Inches) (Inches) s (MM) (Inches) 
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